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Calculation of the Wavelength Filter Properties
of the Fiber-Slab Waveguide Structure

Using Vector Mode Expansion
Mehmet S. Dinleyici and David B. Patterson

Abstract—A vectorial solution technique is applied to inves-
tigate the dispersion characteristics of the ridge modes of a
waveguide structure comprising a slab and optical fiber. The
power transmission characteristics of the device with respect to
wavelength are calculated under various device parameters, such
as slab index and fiber-slab separation. We discuss the effects
of such parameters on the bandwidth and rejection of the notch
filter produced by this structure.

Index Terms—Optical coupling, optical fiber couplers, optical
fiber devices, optical fiber filter, wavelength division multiplexing.

I. INTRODUCTION

T HE evanescent coupler comprising a single mode optical
fiber and a multimode planar waveguide has been studied

by a number of researchers for the wide variety of its possible
applications in fiber optic communication systems. This device
exhibits a resonant behavior as a function of the slab index or
the input wavelength, and thus has applications in wavelength
division multiplexing (WDM), optical switching and modula-
tion. Although many experimental studies [1]–[4] have shown
the potential of this device, there is no mathematical model that
will fully explain the behavior of the device in a manner con-
sistent with experimental observations. A mathematical model
used by many researchers has been developed by Marcuse
using coupled mode theory (CMT) [5]. This model assumes
only weak perturbation of the modes which exist in the isolated
waveguides, namely the slab and the fiber, and seeks a solution
in the form of the linear combination of these modes. While
this method has been shown to provide good agreement with
experimental results under weakly coupled, low-perturbation
conditions [2], the approximation breaks down under con-
ditions of strong perturbation as exemplified in the same
reference for cases of extremely close waveguide proximity
and long wavelengths.

The CMT model, in its simplest, two-mode form, predicts
a periodic exchange of power between waveguides under res-
onant conditions where the fiber mode propagation constant is
nearly matched to a slab mode propagation constant. However,
in practice such a periodic exchange of energy has not been
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observed (i.e., no over coupling of the power back into the fiber
has been reported). One approach to this discrepancy has been
to introduce a loss factor into the problem [5]. A more physical
solution to the problem has been the distributed coupling
approach [6], where coupled-mode equations are developed for
all modes of the slab waveguide, and numerical solutions are
found that require no return of power to the fiber mode. While
this approach has accurately predicted wavelength-dependent
behavior of weakly coupled devices, it cannot be used in many
practical cases of close proximity, where the two guides may,
in fact, be in contact.

The inadequacy of CMT in predicting the behavior of this
device arises from two obvious inconsistencies in the model.
First, the waveguide fields are assumed to have only slight
perturbations from the isolated mode profiles and propagation.
This is not a valid assumption for the typically high refractive
index slab (LiNbO3) configuration and close proximities used
in practical device designs. Second, CMT requires two well-
bounded modes, with no mechanism for power dissipation
during propagation. Since CMT exploit the orthogonality of
the modes it weakens with the absorption due to different at-
tenuation constants of the modes [7]. However, the unbounded
nature of the isolated slab mode leads to a one-way transfer
of power from the fiber to the slab under resonant conditions.
Power transferred from the fiber to the slab diffracts in the
unbounded direction and thus can not be efficiently recoupled
to the fiber.

In [8], we describe a vectorial method, introduced by Mar-
cuse for the analysis of D-fiber [9], to investigate dispersion
and power transmission characteristics of the device. We have
identified the ridge modes of this device by regarding the
whole waveguide structure as a single waveguide. The results
obtained for different slab/core indexes and distances between
two waveguides by this vectorial method are in very good
agreement with experimental results [4], [6].

In this paper we apply this model to predict the band-
reject characteristics of the fiber-slab waveguide device under
various conditions such as slab refractive index and fiber-
slab separation. We discuss the effects of these parameters
on the filter bandwidth, insertion loss, and band rejection and
compare our results with published experimental data.

We also note that our ridge mode solution technique predicts
no periodic exchange of energy between waveguides, and
accurately models the observed behavior of such devices, pro-
viding a significant improvement over coupled-mode theory.
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Fig. 1. Geometry of the evanescent coupler.

II. M ATHEMATICAL MODEL

The mathematical model used in this study was first de-
veloped by Marcuse [9] to analyze the characteristics of
D-fiber. In Marcuse’s model the cladding has been modified
by introducing a plane boundary to an infinite half-space
rather than another waveguide. The interaction of the cladding
fields with the fields in the half-space are described by
means of reflection coefficients [10]. Those coefficients match
the cladding fields in cylindrical form with the fields of
the half-space in Cartesian coordinates. By exploiting this
technique and replacing the infinite half-space with a planar
slab waveguide, we have developed a mathematical model
for the evanescent fiber/slab coupler and have analyzed the
behavior of various device geometries in [8]. The relevant
geometries and refractive indexes are shown in Fig. 1. In the
present work we expand this analysis to model the wavelength
characteristics of the fiber/slab evanescent coupler. Following
the steps described in [8] we outline the mathematical model
below.

The fields in the various media are assumed to have
time dependence and -dependence.

Throughout this derivation only transverse magnetic (TM)
mode fields will be considered; however, transverse electric
(TE) mode fields can be obtained (as stated in [8]) by
interchanging the and terms in the following
expressions for -components of the fields in the core and
cladding (The solutions of [8] exhibit nearly TM and TE
behavior, and are referred to as quasi-TM and quasi-TE
modes; here we shall refer to these modes as simply TM
and TE modes.). In the fiber core the fields are

(1)

where and
is the normalized radius. Also, are the fields

coefficients in the core. The expansion functions are
Bessel functions of the first kind with order The cladding
fields may be expanded in terms of modified Bessel functions

and

(2)

where The fields in the slab may
be expressed as a superposition of plane waves having the
lack of a favorable propagation direction in the- plane, but
bounded in the -direction

(3)

where and is the normalized
separation distance, . All distances represented via
capital letters are normalized by core radius,. The fields in
the cover medium are

(4)

where and is the normalized
distance from the origin to the slab/cover medium boundary.
That is,

The expansion coefficients may be related by matching
tangential field components at the various boundaries, as
described in [6], leading to a set of homogeneous linear
equations of mode coefficients. The solution of this set
of equations provides the propagation constants and mode
coefficients for the bound modes of the structure, which we
identify as ridge modes of the waveguide [8].

III. SPECTRAL PROPERTIES OF THEFIBER-SLAB STRUCTURE

In [8], we used the preceding mathematical model to obtain
the mode solutions for a geometry with

m m and
m Here, the slab index was varied, and the

solution to the first two guided (ridge) modes were calculated.
By referring these results the effective indexes of the modes
varies between the fiber effective index (at which the power
is well-bounded near the core region of the fiber) to the limit

beyond this the mode is evanescent in the core. In the
latter region, the ridge mode approaches an unbounded slab
mode of the planar waveguide, and very little power is carried
in the core region. Power transmission through this structure
can be calculated by first decomposing the mode field of an
unperturbed optical fiber into the ridge modes, propagating
the field through the waveguide, and again decomposing
this field into the normal modes of an unperturbed output
fiber. The power transmission properties of the device, which
reflect the degree of field confinement in the core region are
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(a)

(b)

Fig. 2. (a) Effective index as a function of wavelength forn1 = 1:4646;

n2 = n4 = 1:46; � = 2:5�m; s = 3�m; d = 3:6�m, and
n3 = 1:462: (b) Power transmission forn1 = 1:4646;n2 = n4 = 1:46;

� = 2:5�m; s = 3�m; d = 3:6�m; andn3 = 1:462:

also presented in [8]. The power transmission curve shows
a minimum as the first ridge mode becomes unbounded,
continuing until the second ridge mode begins propagating
near and then it exhibits a maximum around

Here we shall consider the wavelength dependence of the
dispersion at near the minimum and maximum power trans-
mission regions. In Fig. 2(a) and (b), we plot the dispersion
and power transmission curves, respectively, for
We observe that the ridge mode deviates from the fiber mode
solution only for very long wavelengths. The power curve
reflects this behavior, with reduces transmission at longer
wavelengths. Although the device is effectively a high-pass
filter, the transmission coefficient never really approaches zero
for this geometry.

(a)

(b)

Fig. 3. (a) Effective index as a function of wavelength forn1 = 1:4646;

n2 = n4 = 1:46; � = 2:5�m; s = 3�m; d = 3:0�m, and
n3 = 1:467: (b) Power transmission forn1 = 1:4646;n2 = n4 = 1:46;

� = 2:5�m; s = 3�m; d = 3:0�m, andn3 = 1:467:

In Fig. 3(a) and (b) we plot similar curves for the case
We note that the first ridge mode solution diverges

near m where the second ridge mode begins to
propagate. Because the second ridge mode is only weakly
bounded near cutoff, the total transmission does not imme-
diately return to unity. In addition, in the region m
where the first mode becomes unbounded, the presence of the
second mode prohibits the transmitted power from reaching
zero. Here, the spectral behavior is observed to resemble a
band stop characteristic. This result is consistent with the
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experimental and theoretical results of [2], where CMT was
used to model a similar configuration. Direct comparisons of
he resonant wavelengths and power extinction measured in
that reference may not be useful, as the later geometry was
slightly different than that of our model, using the slowly
varying waveguide separation produced in a coupler-half block
geometry. However, our predicted wavelength dependence
agrees well with the observed spectral characteristics.

Finally, we plot the dispersion and transmission behavior
of the device versus wavelength for in Fig. 4(a)
and (b). Here, we have solved the problem for two different
separation parameters, m and m (The actual
guide separations are 0.5 and 1.1m respectively).

Fig. 4(a) illustrates two very important results of the anal-
ysis. First, we notice that the resonant point, at which the
fiber/slab mode interaction is greatest, does not coincide with
the isolated slab mode solutions ( as shown in the figure).
This directly contradicts the coupled-mode theory assumption
that coupling occurs when the slab mode and fiber mode
effective indexes coincide. The second feature of Fig. 4(a)
is the dependence of the resonant point on guide separation.
The deviation of the fundamental mode from the isolated fiber
mode solution is more rapid at larger separation. Thus, we
expect a sharper bandpass characteristic for wider separation.

This behavior is clearly observed in Fig. 4(b), where the
power transmission curves are plotted versus wavelength for
the two guide separations. In both cases, the transmitted power
is observed to approach zero near m However, the
full-width at half-maximum (FWHM) is about 42% wider for
the smaller guide separation.

Although the distributed CMT approach, like our approach,
provides very good agreement with experimental results for
configurations considered in this section, with a relatively low
slab index, the former fails in cases of higher slab index
where the perturbation to the normal guide modes is strong.
Such a case is the commonly used geometry of thick LiNbO3

slab waveguides in close proximity to the fiber core. To our
knowledge, there is no published theoretical approach that uses
CMT to adequately analyze the high-index slab waveguide
case; this problem is addressed in the following section.

IV. CHARACTERISTICS OFLITHIUM NIOBATE SLAB DEVICES

The previous results suggested that band-stop characteristics
of the device become narrower as the slab refractive index
increases. This prediction has been verified in several exper-
imental studies which used lithium niobate (LiNbO3), zinc
selenide (ZnSe) and refractive index oils as planar waveguides
in the coupler geometry [2], [11], [12]. Here we analyze both
the symmetric slab and asymmetric slab

for the LiNbO3 case. The dispersion curves of Fig. 5(a)
illustrate the results for TM ridge modes. The resonant points,
where the ridge modes deviate from the isolated fiber mode
solution and power transmission is minimized, are seen to
shift as the superstrate index is changed from 1.46 to 1.0.
The observed shift of 100 nm suggests that the stop-band may
be easily tuned by external means.

(a)

(b)

Fig. 4. (a) Effective index as a function of wavelength forn1 = 1:4646;

n2 = n4 = 1:46; � = 2:5�m; s = 3�m; and n3 = 1:471:

(b) Power transmission forn1 = 1:4646;n2 = n4 = 1:46;

� = 2:5�m; s = 3�m; andn3 = 1:471:

It is interesting to note the mode cutoff behavior for
the two geometries. It is well-known that the fundamental
mode of an asymmetric waveguide may be cut off under
conditions of sufficiently weak guidance. For the asymmet-
ric slab this cutoff behavior is observed for

m where the effective mode index drops below
Beyond this wavelength no ridge mode propagates. As the
slab becomes symmetric the cutoff condition
moves to longer wavelengths, as expected. Fig. 5(b) shows
the bandstop characteristics of the structure for the symmetric
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(a)

(b)

Fig. 5. (a) Effective index as a function of wavelength forn1 = 1:4646;

n2 = 1:46; � = 2:5�m; s = 3�m; d = 3:6�m; and
n3 = 1:626: (b) Power transmission forn1 = 1:4646;n2 = 1:46;

� = 2:5�m; s = 3�m; d = 3:6�m; andn3 = 1:626:

case. Here, we predict the bandwidth of the filter to be 27.5
nm with an insertion loss in the transmitted band below 1 dB.
The level of extinction within the band cannot be accurately
predicted by our model, as power coupled into unbounded
slab modes is neglected in the transmission calculations; yet
the leakage of this light to the output fiber will limit the level
of band rejection. An obvious conclusion is that the rejection
will improve with increased interaction length.

We next consider the polarization dependence of the device
by calculating TE and TM modes under the assumption that

Fig. 6. Effective index as a function of wavelength for TE and TM modes
of the LiNbO3.

for each case. The resulting dispersion curves,
plotted in Fig. 6, show the waveguide-induced birefringence.
The TE mode resonance [squares] is shifted from the TM
mode resonance [triangles] by approximately 15 nm toward
the longer wavelengths. In practical devices, this waveguide
induced birefringence must be combined with the material
birefringence of the lithium niobate slab. Typical values are

for TM modes and for TE modes
[1]. The combined effect on the TE mode solution is shown
in the third line [circles] in Fig. 6. Now the shift in resonance
from TM to TE polarization increase to 50 nm, in very good
agreement with experimental reports [11].

This result is made clearer if we consider the exact pa-
rameters of the device reported in [11]. For 1.3m single
mode fiber we have used the following parameters

and m The other device
parameters are m and

m From a coupled-mode theory approach, one
would predict a TM resonance at m using these
parameters. However, the authors observed a TM resonance
near 1.34 m. We have applied our model to this system,
and the resulting dispersion curves are plotted in Fig. 7. Here,
we see very good agreement between our model and the
experimental results. Also, it is important to observe that the
resonant wavelength has been shifted by approximately 400
nm by changing the slab thickness from 3.0 to 1.5m.

V. DISCUSSION

The power transmission curves such as Fig. 4(b) show
asymmetric behavior about the resonant point. The throughput
power drops more rapidly at the short wavelength edge of
the curves than the long wavelength edge. The transmission
curve has minimum at the intersection point of two ridge
modes; therefore, each edge of the curve arises from a different
ridge mode. The mechanism that makes these ridge modes
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Fig. 7. Effective index as a function of wavelength for TM modes having
s = 1:5�m and s = 3:0�m:

unbounded at the resonance point is different at two edges of
the curves. The longer wavelength edge is formed as the lower
order ridge mode slowly diverges from the isolated fiber mode
behavior, with more energy transferred into the slab, until its
behavior is that of an unbounded slab mode. On the other hand,
the short-wavelength edge is formed at the cutoff of the higher
order ridge mode. Just below cutoff, the power in this mode
is well-confined to the core region of the fiber. Therefore the
change in the transmission curve is abrupt. This characteristic
can be useful for modulation applications which requires fast
dynamic response.

VI. CONCLUSION

In this paper we have applied a vectorial mode expansion
method for the evaluation of the spectral properties of the
fiber/slab waveguide system. Our results indicate that the
wavelength-filtering properties of the system arise from the
degree of boundedness of the ridge mode solution rather
than from periodic coupling between slab and fiber modes
as predicted by coupled mode theory. The loss mechanism is
found to be expansion of the input fiber mode into unbounded
slab modes; only when the ridge mode solution approximates
the isolated fiber mode is the transmission large. The accuracy
of this model is evident in its prediction of the resonant
wavelengths and bandwidths of experimentally tested devices
[2], [11]

The most important result of this work is the predictive
nature of the model for improved device performance. As we
have shown, the filter bandwidth may be reduced by increasing
the slab index or by increasing the guide separation; the former
clearly has a greater effect. We have also shown that the
stopband may be tuned by adjusting the superstrate index. This
tuning may easily exceed the filter bandwidth, so that good

channel isolation may be achieved in WDM applications. In
addition, this behavior suggests that improved designs may be
developed for such applications as electro-optic modulation,
switching, and optical sensing. The accuracy of the model is
further supported by its prediction of the existence of the fun-
damental mode cutoff due to the asymmetry of the structure.
Coupled-mode theory predicts no such behavior. Furthermore,
coupled mode theory predicts the periodic transfer of power
between the fiber and the slab; such behavior has never been
observed. Our model accounts for monotonic decrease in
power due to loss of boundedness of a single ridge mode.

In conclusion, the model presented here should provide a
more accurate analysis tool for design of hybrid fiber/slab
filter structures than that afforded by coupled-mode theory ,
as it eliminates the need for a weak-coupling approximation.
The mode expansion technique allows for determination of
resonant wavelength, bandwidth, and insertion loss.
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