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ABSTRACT 
In this paper, nonlinear control techniques are developed 
to control parallel-plate micro electrostatic actuators in the 
presence of parasitics and parametric uncertainties. The 
movable plate of the micro actuator is actively controlled 
utilizing the measurements of internal charge and 
movable plate’s displacement. A velocity observer is 
designed to estimate the velocity of the plate that is 
needed for the control algorithm since it is difficult to be 
measured practically. The proposed backstepping 
nonlinear control strategies are developed based on a 
Lyapunov–based analysis, which proves that the desired 
plate’s displacement can be obtained accurately. The 
proposed nonlinear controllers are capable of controlling 
the movable plate beyond the pull-in limit in the presence 
of parametric uncertainties. Representative numerical 
simulations are presented to demonstrate the performance 
of the developed nonlinear control strategies in accurately 
tracking desired deflections of the movable plate within 
the entire capacitive gap. Finally, a comprehensive 
performance comparison is performed to examine the 
effectiveness of the control designs. 
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1. Introduction 
 
Parallel-plate type micro electrostatic actuators are the 
most common micro electro mechanical systems (MEMS) 
due to their rapid speed, high force, and low power 
consumption. Micro electrostatic actuators have a wide 
range of significant applications such as precision 
positioning, optical scanners, prob-based data storage, 
large vertical displacement, fatigue testing of low-stress 
thin films, and blood vessel manipulation. 

Past research on micro electrostatic actuators has 
focused on modeling the nonlinear dynamics [2] and 
developing closed-loop control techniques to stabilize the 
device. The pull-in instability phenomenon is still a well-
known yet challenging problem that needs to be solved 
[3]. The main challenge is to extend the travel range of 
the parallel plate micro electrostatic actuator beyond the 
pull-in limit that is one third of its full capacitive gap. 
Seeger and Crary [11] presented a simple method to 

stabilize the micro actuator by adding a series 
capacitance. This work was extended in Seeger and Boser 
[9] with a switched-capacitor circuit to stabilize the 
device against voltage pull-in. Lu and Fedder [5] used a 
pre-filter in front of the feedback loop to shape the input 
command. It has been later proven that instability is 
avoided by a sufficient reduction in the drive voltage to 
achieve full gap operation [8] and that was also verified 
when Bermejo and Castaner [1] studied the potential use 
of a photovoltaic source as direct drive of the micro 
electrostatic actuator. 

Many control strategies have been developed to solve 
the pull-in instability problem of micro electrostatic 
actuators. Seeger and Boser [10] presented a circuit that 
controls the amount of charge on a parallel–plate 
electrostatic actuator. They showed that charge control 
increased the stable ranges of motion but the maximum 
stable deflection is limited due to parasitic capacitance 
and tip–in. Miathripala et al. [6] examined control 
strategies for electrostatically actuated MEMS to 
eliminate the pull–in bifurcation and stabilized any 
desired operating points in the capacitive gap. They also 
showed that significant improvement in transient behavior 
in lightly damped MEMS requires dynamic estimation of 
electrode velocity. Owusu and Lewis [7] presented an 
effective nonlinear tracking control strategy for micro 
electrostatic actuators to increase the range of stable 
motion to the entire capacitive gap. The authors of [12] 
linearized the micro electrostatic actuator model at 
multiple operating points and then designed a robust PID 
control switching scheme for set-point regulation. Zhu et 
al. [14] presented two robust control laws for a parallel-
plate electrostatic microactuator in the presence of 
parasitics and parametric uncertainties. Their proposed 
controllers demonstrated satisfactory and robust 
performance in numerical simulations. 

In this paper, nonlinear output feedback controllers are 
proposed for parallel–plate micro electrostatic actuators in 
the presence of parasitics and parametric uncertainties. 
The measurements of displacement and internal charge of 
the micro actuator are employed in the control algorithms 
to accurately track desired time-varying deflections of the 
movable plate. The estimate of the movable plate's 
velocity is utilized as well since it is difficult to be 
measured practically. A Lyapunov–based analysis is 
utilized to develop the nonlinear control strategy to 
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operate the micro actuator beyond the pull–in instability. 
Representative numerical results are presented which 
demonstrates the performance and proof of concept of the 
active control approach. 
 
2. Micro Actuator Dynamics with Parasitics 
 

The dynamics of a typical micro electrostatic actuator 
can be modeled as a spring-mass-damper system as 
shown in Figure 1. A series resistor is connected to the 
device to optimize the speed–energy characteristics which 
has an enormous effect on both the switching speed and 
energy requirements. Figure 2 shows the equivalent 
circuit of the micro actuator with the series and parallel 
parasitic capacitances. 
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Figure 1. Micro electrostatic actuator model where only 
the top plate of the micro device is allowed to move. 
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Figure 2. Equivalent circuit model with all parasitics and 
parametric uncertainties. 

 
From Figures 1 and 2, the nonlinear dynamic model 

can be written as [14] 
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where  and  are the 
displacement, velocity, and acceleration of the movable 
plate, respectively,  is the mass of the movable 
plate,  and b  are the spring and damping 
constants, respectively,  denotes the maximum 

gap between the movable and fixed plates and also called 
the zero voltage gap,  represent the charge 

and current of the micro actuator, respectively, 
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( ), ( )x t x t ∈

+

m +∈
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ox ∈
k

( ), ( )q t q t ∈

A +∈  is 
the plate area, ε +∈  is the permittivity in the gap, 
r +∈  represents the series resistor, ( )sv t ∈  denotes 

the voltage control input, and ,ρ ρp s
+∈  denotes the 

parallel and series parasitic uncertainties. The parallel and 
series parasitic uncertainties are defined as P

O

C
p Cρ  and 

O

S

C
s Cρ  where C C  are the parallel and series 

parasitic capacitances, respectively, 

,p s
+∈

oC +∈ is the 
capacitance of the micro device at rest and equal to 

O

A
x
ε , 

and dC +∈  denotes the capacitance of the micro device 
and equal to A

x
ε . 

Remark 1: The displacement of the micro 
actuator’s movable plate, ( )x t , is constrained with the 

condition ( )o ox t xδ ≤ ≤  where oδ
+∈  represents the 

thickness of the insulating material coated on the bottom 
plate. This material is mounted to prevent the micro 
actuator from getting a short-circuit condition. In addition, 
the existence of the series resistor, r , in the circuit is 
another protection from the occurrence of a short-circuit 
condition. 

To facilitate the nonlinear control design, the micro 
actuator dynamic model described in (1) and (2) is 
normalized as 

2
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 is the normalized displacement of the 

movable plate, 
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qQ  is the normalized micro actuator 
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pull-in control voltage, o
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ω  is the undamped natural frequency, 
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ξ  is the damping ratio, oR r Cω=  is a scaling 

constant, and 1
αβ  where . 

Note that . The normalized dynamics 
described in (3) and (4) are with respect to the normalized 

p sR R Rα ρ ρ+ + p Xρ

XpRα ρ=
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time T which is equal to tω  where t is the time in actual 
dynamics. 
 
3. Nonlinear Control Design 
 
The subsequent backstepping control development utilizes 
the fact that the normalized displacement, ( )X T , and 
velocity, ( )X T , of the micro actuator’s movable plate 
are measurable but since the velocity may not be 
available, a velocity observer will be designed in Section 
4. The main control objective is to design the normalized 
voltage control input, , introduced in (4), to force ( )V T

( )X T

( )dX t

 to track a desired plate displacement, denoted by 

, in the sense that +∈
( ) d ( )X T X→ t      as    T .                (5) →∞

The subsequent controller development requires that a 
desired time-varying trajectory is selected such that 

( )dX T , ( )dX T , and (d )X T

( )dQ T
)T

( )T

 are bounded. It is also 
required that the device charge, , tracks an auxiliary 

signal (desired charge), , in the sense that 

( )Q T
+∈

( ) (dQ T Q→      as      T                   (6) →∞
To facilitate the control design, the following error 

signals,  and ( )e T ∈ η ∈

e X −

d

, are defined 

dX              (7) 
Q Qη − .             (8) 

Based on the definitions of  and ( )e T ( )Tη  in (7) and 
(8), respectively, it is clear that if ( ), (e T ) 0Tη →  as 

, then T →∞ ( ) ( )dX T X t→  and  as 
; thus, meeting the control objectives in (5) and 

(6). 

( )Q T → ( )dQ T
T →∞

By taking the second time derivative of  in (7), 
the following expression may be obtained 

( )e T

2

2 2Xξ ξ− 1
3d d d

Qe e e X X= − − − − + −       (9) 

where (3), (7) and its first time derivative were utilized. 

By adding and subtracting 
2

3
dQ

 to (9) and utilizing (7), 

the expression in (9) may be rewritten as 
( )2

2 2 1
3 3

dd
d dX d

Q QQ
e e e X Xξ ξ

+
= − − − − + − +

)

η−  

(10) 
where (8) was utilized. 

To achieve the control objectives, the auxiliary signal, 
, is designed as [13] ( )dQ T

(3dQ uFB γ=

1 2d

+

d

  (11) 

where  is the feedback control signal and 

 is defined as 

( )FBu T ∈

γ +∈

  dX X Xγ ξ −− − .                    (12) 

Remark 2: In (12), ( )Tγ  is bounded since its 
arguments are bounded as mentioned earlier and it can be 
proven that the constraint FBu γ> −  is satisfied and it  is 
to obtain a real value for the expression in (11) . 

After utilizing (11) and (12), the expression in (10) can 
be written as 

( )
2

3
d

FB

Q Q
e e e uξ η

+
= − − − + .             (13) 

The feedback control signal, , is designed as ( )FBu T

( ) ( )( )tanh tanh
2FBu eγ λ= + eλ             (14) 

where tanh( )⋅  is the hyperbolic tangent function and 

λ +∈  is a control gain. After utilizing (14), the error 
dynamics in (13) becomes 

( )
( ) ( )

3
dQ Q

e g e h e η
+

= − − +           (15) 

where the terms ( )g e  and  are defined as ( )h e

( )( ) tanh
2

g e e eγ λ+      (16) 

( )( ) 2 tanh
2

h e e eγξ λ+ .       (17) 

Property 1: From the definitions in (16) and (17), it 
is clear that (0) (0) 0g h= =  and ( ) 0gτ τ >  as well as 

( ) 0hτ τ >  are satisfied for all τ . 
After taking the first time derivative of (8) and utilizing 

(4) and multiplying both sides of the resulting equation 
with ( )Xα , the following error dynamics is obtained for 

(T )η  

( ) 2
3d s pQ Q X R XQ Vαη α ρ ρ= + + − − .    (18) 

By adding and subtracting the term 1
2
αη  to the right 

hand side of (18), the following expression can be 
obtained 

1 2
2 3

Y QX Vαη αη= + − −                 (19) 

where the function ( )Y ⋅ ∈  is defined as 

( ) 1
2d sY Q Qα ρ α αη+ − +               (20) 

where ( )dQ t  is computed as 

( )2 23 ( ) ( )
4d

d

Q sech e e sech e e
Q
γλ λ= + λ . (21) 

Remark 3: A velocity observer will be designed in 
Section 4 to facilitate the computation of the function 
( )Tα  which is equal to pR X .  α ρ=
In the subsequent sections, three controllers are 

proposed to compensate for parasitics and parametric 
uncertainties presented in the micro actuator dynamics 
while guaranteeing tracking of a desired deflection of the 
movable plate. 

38



3.1  Exact Model Knowledge Controller 
 
To facilitate the exact model knowledge (EMK) controller 
design, it is assumed that the function , introduced in 
(19) and defined in (20), is known a priori (i.e., all system 
parameters are known). The voltage control input, , 
introduced in (19), is designed as 

( )Y ⋅

( )V T

( )3 1
2 3s dV Y QX k Q Q eη⎡ ⎤= + + + +⎢⎣ ⎥⎦

            (22) 

where  is a control gain, thus; the closed-loop 
error dynamics of 

sk +∈
( )Tη  becomes 

(1 1
2 3s dk Q Qαη αη η= − − − + )e .               (23) 

By utilizing the Lyapunov function 

2
1

0

1 ( )
2 2

e
V e g 21τ τ αη= + +∫  and utilizing the controller, 

given in (11) and (22), it can be proven that 
2

1 2 sV e k 2ξ η≤ − −  which implies that ( ), ( ) 0e T Tη →  as 
. Hence, T →∞ ( ) ( )dX T X T→  and  

as T  and all closed–loop signals are bounded. Note 
that complete Lyapunov analysis was omitted due to page 
restrictions. 

( ) dQ T Q T→ ( )
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3.2  Adaptive Controller 
 
To facilitate the adaptive controller design, it is assumed 
that the function , introduced in (19) and defined in 
(20), is linearly parameterized as 

( )Y ⋅

TY W θ                                   (24) 
where  is the regression matrix and ( ) 5 1W t ×∈ 5 1θ ×∈  
is the vector of unknown parameters and they are defined 
as 

, , , ,
T

d dW Q XQ Q XQ X η⎡ ⎤⎣ ⎦              (25) 

( ) 1
2, , , ,

T

p s p s p pR R R R Rθ ρ ρ ρ ρ ρ⎡ ⎤+⎣ ⎦ρ . (26) 

The voltage control input, , introduced in (19) is 
designed as 

( )V T

( )3 1ˆ
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T
s dV QX W k Q Q eθ η⎡= + + + +⎢⎣

⎤
⎥⎦

            (27) 

where  is a control gain and sk +∈ θ̂  is the estimate of 
the unknown system parameters and is computed from 

ˆ Wθ η= Δ                                  (28) 

where  is an adaptive update gain, thus; the 
closed-error dynamics of 

+Δ∈
( )Tη  becomes 

(1
3

T
s dW k Q Qαη θ η= − − + )e              (29) 

where  is the estimation error and defined as 5 1θ ×∈
ˆθ θ θ− .                                   (30) 

By utilizing the Lyapunov function 
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1 1( )
2 2 2

e
TV e g 1τ τ αη θ

δ
= + + +∫ θ

2

 and utilizing the 

controller, given in (11) and (27), it can be proven that 
2

1 2 sV e kξ η≤ − −  which implies that ( ), ( ) 0e T Tη →  as 
. Hence, T →∞ ( ) ( )dX T X T→  and  

as T  and all closed–loop signals are bounded. Note 
that complete Lyapunov analysis was omitted due to page 
restrictions. 

( ) dQ T Q T→ ( )
→∞

 
3.3  Robust Controller 
 
To facilitate the robust controller design, it is assumed 
that the function ( )Y ⋅ , introduced in (19) and defined in 

(20), can be upper bounded in the sense that ( ) ( )Y ρ⋅ ≤ ⋅  

where ( )ρ +⋅ ∈  is a positive non-decreasing function. 
Based on the subsequent analysis and Assumption 4, the 
voltage control input, , introduced in (19), is 
designed as 

( )V T

( ) ( )3 1sgn
2 3s dV QX k Q Q eρ η η⎡ ⎤= + + + +⎢ ⎥⎣ ⎦

       (31) 

where sk +∈
(T
 is a control gain, thus; the closed-error 

dynamics of )η  becomes 

( ) (1sgn
3s dY k Qαη ρ η η= − − − + )Q e .       (32) 

By utilizing the Lyapunov function 

2
1

0

1 ( )
2 2

e
V e g 21τ τ αη= + +∫  and utilizing the controller, 

given in (11) and (31), it can be proven that 
2

1 2 sV e k 2ξ η≤ − −  which implies that ( ), ( ) 0e T Tη →  as 
. Hence, T →∞ ( ) ( )dX T X T→  and  

as T  and all closed–loop signals are bounded. Note 
that complete Lyapunov analysis was omitted due to page 
restrictions. 

( ) dQ T Q T→ ( )
→∞

Remark 4: The control laws designed in (22), (27), 
and (31) requires that the micro actuator’s normalized 
charge ( )Q T  is measurable. In fact, the measurement of 
the device actual charge ( )q t  can be obtained by 
measuring the voltage drop, ( )rv t , across the series 
resistor, r , and actual micro actuator’s movable plate 
displacement ( )x t  so that ( )A

s r  where the 

voltage drop across the device is 
xq v vε= −

qx
device s r Av v v ε= − = . 

Recall that 
p

q
qQ = . 

 
4.   Velocity Observer 
 
The velocity of the micro actuator’s movable plate can not 
be directly measured during the normal operation of the 
device. Thus, a velocity observer is needed to estimate the 
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velocity of the movable plate in order to implement the 
proposed control scheme. A reduced-order velocity 
observer can be designed [14]. The following signal is 
defined 

vy X k X−             (33) 

where is the observer gain. After taking the first 
time derivative of (33), the following expression can be 
obtained 

vk +∈

2

2 1
3 v

Qy X X kξ= − − + − − X               (34) 

where (3) was utilized. The expression in (34) can be 
rewritten as 

( ) ( )
2

2 2 1 1
3v v v

Qy k y k k Xξ ξ⎡ ⎤= − + − + + + −⎣ ⎦    (35) 

where (33) was utilized. After utilizing the expression in 
(35), it is possible to compute the estimate of  such 
that 

( )y T

( ) ( )
2

ˆ ˆ2 2 1 1
3v v v

Qy k y k k Xξ ξ⎡ ⎤= − + − + + + −⎣ ⎦ .  (36) 

Hence, after utilizing (33), the estimate of the velocity can 
be implemented as 

ˆ ˆ vX y k X= + .              (37) 
To analyze the stability of the observer the following 

observer error is defined 
ˆˆy y y X X− = −                           (38) 

where (33) and (37) were utilized. By taking the first time 
derivative of (38), the following expression can be 
obtained 

( )2 vy kξ= − + y      (39) 
where (35) and (36) were utilized. From (39), it is clear 
that the observer error is globally exponentially stable at 
the origin. 
Remark 5: The control laws presented in (14), (22), 
(27), and (31) require the signal ( )e T  to be known and 
that requires the velocity of the micro actuator’s movable 
plate to be measurable in turn. The signal ( )X T  can be 
estimated from the observer design presented in (37), and 
since the signal ˆ ( )y T  is computable from (36), then 

( )e T  can be computed. 
 
5.   Numerical Simulation 
 
In this section, numerical simulations are presented to 
demonstrate the performance of the controllers introduced 
in (11), (14), (22), (27), and (31) for two cases. In Case I a 
constant desired set-point was applied, while in Case II a 
time-varying desired trajectory was applied. The system 
model parameter values were chosen such that 
M= [kg], K=476[N/m], b=103.29 10−× 48 10−× [N.s/m], 
ε = [F/m], A= [m2], r= [Ω],  128.85 10−× 86.2 10−× 6100.91×

ox = [m], 62 10−× sρ =1, pρ =0.5, and X(0)=0.05 ([4, 14]).  

The control gains λ , sk , δ , and ρ  were tuned and 
selected to be 250, 15, 10, and 7, respectively, so that the 
best performance was achieved.  

In Figure 3, the response of the micro actuator’s actual 
normalized deflection is introduced for a desired set-point 
of dX = 0.7 showing the performance of all the designed 
controllers. The proposed nonlinear controllers were 
tested against measurement errors and a time shift. 
Independent zero-mean uniformly distributed noises with 
maximum amplitude equal to 15% of the set-point value 
was applied to the measurement of micro actuator 
displacement with a time shift of T=0.1. 

To further investigate the performance of the proposed 
controllers, a time-varying desired trajectory was applied, 

dX = 0.4sin(0.5 ) 0.45tπ + , with the same parameter 
values listed in Table 1 and the same control gains. In 
addition, the proposed nonlinear controllers were tested 
against measurement errors and a time shift. Independent 
zero-mean uniformly distributed noises with a noise 
power equal to 0.00001 was applied with a time shift of 
T=0.1. Figure 4 shows the normalized deflection of the 
micro actuator for the selected time-varying desired 
trajectory. 
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Figure 3. Normalized actual deflection for a desired set-
point of = 0.7 with measurement noise and time shift 
(Case I). 
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Figure 4. Normalized desired and actual deflection with 
measurement noise and time shift (Case II). 
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In addition, the following measures were computed to 
quantify the performance of each controller,  

2

0

( )
T

eM e dτ τ∫ ,       2

0

( )
T

uM V dτ τ∫          (40) 

where ( )eM T  and ( )uM T  are measures of magnitude of 
the errors and the measure of energy expanded by the 
controller over the period of operation of the system T=15 
and T=40 for Cases I and II, respectively. Table 1 shows a 
comparison of the performance for the proposed nonlinear 
controllers. It can clearly be seen from Table 1 that 
improved regulation and tracking performance is achieved 
by using the backstepping nonlinear robust output 
feedback controller. On the other hand, the effort of the 
robust controller, represented by ( )uM T , is a lot more 
than the other controllers with more shattering (voltage 
control inputs and internal charge figures were omitted 
due to page restrictions). However, the proposed 
controllers are capable of controlling the deflection of the 
micro actuator within the entire capacitive gap in the 
presence of the parasitics and uncertain parameters. 
 

Table 1 
Comparison of error and controller effort measures. 

Case I Case II 
Controller 

( )eM T  ( )uM T  ( )eM T  ( )uM T  
Exact Model 
Knowledge 0.5803 352.4 0.2455 1803 

Adaptive 0.5613 349.9 0.2330 1863 
Robust 0.5098 1191 0.1861 5406 

 
6.   Conclusion 
 
In this work, a backstepping nonlinear output feedback 
control strategy is developed for micro electrostatic 
actuators. The control algorithm is designed based on 
Lyapunov-type analysis where the measurements of the 
device's displacement and internal charge were utilized. A 
velocity observer was designed to facilitate the output 
feedback control technique. Numerical simulation results 
were presented to illustrate the performance of the 
nonlinear controller.  
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	In this section, numerical simulations are presented to demonstrate the performance of the controllers introduced in (11), (14), (22), (27), and (31) for two cases. In Case I a constant desired set-point was applied, while in Case II a time-varying desired trajectory was applied. The system model parameter values were chosen such that M=[kg], K=476[N/m], b=[N.s/m], =[F/m], A=[m2], r=[Ω], 



